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Bulletin No. ED160BR-7-NA-101-200600N

                is the corporate mark used by Kobe Steel on a variety of products
and in the names of a number of Kobe Steel Group companies. US EPA

Tier IV Final
Japanese

Regulations
EU (NRMM) 

Stage V

Complies with the latest exhaust emission regulations

Hydraulic Excavator

ED160 BR-7

5’ {1.5 m} 10’ {3.0 m} 15’ {4.6 m} 20’ {6.1 m} At. max. reach 
ED160BR Arm: 9’4”{2.84 m} Bucket: without Counterweight: 3,790 lb {1,720 kg} + 2,205 lb {1,000 kg} (Add-on)  Shoe: 23.6” {600 mm} Dozer: blade down

A

B 
25’ {7.6 m} lb {kg}     *5,070 {2,290} *5,070 {2,290}   *4,510 {2,040} *4,510 {2,040} 15’ 3” {4.66 m}
20’ {6.1 m} lb {kg}     *6,600 {2,990} *6,600 {2,990} *4,330 {1,960} *4,330 {1,960} *3,770 {1,710} *3,770 {1,710} 20’ 2” {6.16 m}
15’ {4.6 m} lb {kg}     *7,350 {3,330} *7,350 {3,330} *6,920 {3,130} 5,860 {2,650} *3,540 {1,600} *3,540 {1,600} 23’ 0” {7.02 m}
10’ {3.0 m} lb {kg}   *12,860 {5,830} *12,860 {5,830} *9,110 {4,130} 8,700 {3,940} *7,590 {3,440} 5,650 {2,560} *3,540 {1,600} *3,540 {1,600} 24’ 6” {7.47 m}
5’ {1.5 m} lb {kg}   *17,080 {7,740} 14,560 {6,600} *11,090 {5,030} 8,100 {3,670} *8,430 {3,820} 5,390 {2,440} *3,730 {1,690} *3,730 {1,690} 24’ 10” {7.57 m}
G. L. lb {kg}   *14,690 {6,660} 13,860 {6,280} *12,240 {5,550} 7,690 {3,480} *8,950 {4,050} 5,190 {2,350} *4,170 {1,890} 4,000 {1,810} 24’ 1” {7.36 m}
-5’ {-1.5 m} lb {kg} *10,870 {4,930} *10,870 {4,930} *18,310 {8,300} 13,780 {6,250} *12,100 {5,480} 7,540 {3,420} *8,670 {3,930} 5,110 {2,310} *5,050 {2,290} 4,450 {2,010} 22’ 3” {6.79 m}
-10’ {-3.0 m} lb {kg} *18,130 {8,220} *18,130 {8,220} *15,140 {6,860} 14,020 {6,350} *10,270 {4,650} 7,640 {3,460}   *7,170 {3,250} 5,640 {2,550} 18’ 10” {5.76 m}

Radius 

Direct Access to Operational Status

Location Data
Accurate location data can be obtained even from sites where 
communications are difficult.

Fuel Consumption Data
Data on fuel consumption and idling times can be used to 
indicate improvements in fuel consumption.

Operating Hours
A comparison of operating times of machines at multiple 
locations shows which locations are busier and more 
profitable. Operating hours on site can be accurately recorded, 
for running time calculations needed for rental machines, etc.

Graph of Work Content
The graph shows how working hours are divided among 
different operating categories, including digging, idling, 
traveling, and optional operations (N&B).

Machine Maintenance Data
Provides maintenance status of separate machines operating at 
multiple sites. Maintenance data is also relayed to KOBELCO 
service personnel, for more efficient planning of periodic 
servicing.

Security System

Engine Start Alarm
Sends a notification if the engine is started outside of 
pre-defined hours.

Area Alarm
Sends a notification if the machine leaves a pre-defined area.

KOMEXS is a telematics system for receiving machine information. Manage your machines anywhere in the world using the Internet. 
Location, workload and diagnostic data aid business operations.

KOBELCO service personnel/dealer/customer

Base station

Web server

Hydraulic excavator 

GPS

Total Support for Machines with Network Speed and Accuracy

Maintenance Data and Warning Alerts

0.50 cu. yd. SAE

105 hp {78.6 kW} @ 2,200rpm 
(SAE NET) 

Bucket Capacity : 

Engine Power : 

37,000 lbf {16,800 kg}

Operating Weight : 

Lift Capacities
A – Reach from swing centerline for arm top  
B – Arm bucket pin height above/below ground  
C – Lift point
Bucket: without
Relief valve setting: 4,970 psi {34.3 MPa}

1. Do not attempt to lift or hold any load that is greater than these lifting capacities at their specified lift point radius and heights. Weight of all accessories must be deducted from the above lifting capacities.
2. Lifting capacities are based on machine standing on level, firm, and uniform ground. User must make allowance for job conditions such as soft or uneven ground, out of level conditions, side loads, sudden stopping of loads,  
    hazardous conditions, experience of personnel, etc.
3. Arm bucket pin is defined as lift point.
4. The above lift capacities are in compliance with ISO 10567. They do not exceed 87% of hydraulic lift capacity or 75% of tipping load. Lift capacities marked with an asterisk (*) are limited by hydraulic capacity 
 rather than tipping load.
5. Operator should be fully acquainted with the Operator’s and Maintenance Instructions before operating this machine. Rules for safe operation of equipment should be adhered to at all times.
6. Lifting capacities apply to only machines as originally manufactured and normally equipped by KOBELCO CONSTRUCTION MACHINERY CO., LTD.

5’ {1.5 m} 10’ {3.0 m} 15’ {4.6 m} 20’ {6.1 m} At. max. reach 
ED160BR Arm: 9’4”{2.84 m} Bucket: without Counterweight: 3,790 lb {1,720 kg}  Shoe: 23.6” {600 mm} Dozer: blade down

A

B 
25’ {7.6 m} lb {kg}     *5,070 {2,290} *5,070 {2,290}   *4,510 {2,040} *4,510 {2,040} 15’ 3” {4.66 m}
20’ {6.1 m} lb {kg}     *6,600 {2,990} *6,600 {2,990} *4,330 {1,960} *4,330 {1,960} *3,770 {1,710} *3,770 {1,710} 20’ 2” {6.16 m}
15’ {4.6 m} lb {kg}     *7,350 {3,330} *7,350 {3,330} *6,920 {3,130} 5,000 {2,260} *3,540 {1,600} *3,540 {1,600} 23’ 0” {7.02 m}
10’ {3.0 m} lb {kg}   *12,860 {5,830} *12,860 {5,830} *9,110 {4,130} 7,470 {3,380} *7,590 {3,440} 4,800 {2,170} *3,540 {1,600} 3,420 {1,550} 24’ 6” {7.47 m}
5’ {1.5 m} lb {kg}   *17,080 {7,740} 12,390 {5,620} *11,090 {5,030} 6,880 {3,120} *8,430 {3,820} 4,540 {2,050} *3,730 {1,690} 3,250 {1,470} 24’ 10” {7.57 m}
G. L. lb {kg}   *14,690 {6,660} 11,690 {5,300} *12,240 {5,550} 6,470 {2,930} *8,950 {4,050} 4,340 {1,960} *4,170 {1,890} 3,320 {1,500} 24’ 1” {7.36 m}
-5’ {-1.5 m} lb {kg} *10,870 {4,930} *10,870 {4,930} *18,310 {8,300} 11,610 {5,260} *12,100 {5,480} 6,320 {2,860} *8,670 {3,930} 4,260 {1,930} *5,050 {2,290} 3,700 {1,670} 22’ 3” {6.79 m}
-10’ {-3.0 m} lb {kg} *18,130 {8,220} *18,130 {8,220} *15,140 {6,860} 11,850 {5,370} *10,270 {4,650} 6,410 {2,900}   *7,170 {3,250} 4,720 {2,140} 18’ 10” {5.76 m}

Radius 

Rating over side or 360 degreesRating over front

A

B
C

27’6” {8.37}
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The next generation of KOBELCO excavators bring together 

superior performance and thoughtful design like never before. 

Performance enhancements offer greater efficiency and productivity 

along with increased power and speed. Design improvements 

provide the ultimate in comfort and control.

KOBELCO refuses to compromise, creating machines that meet 

every challenge.

PERFORMANCE BY DESIGN





View machine in 
operation
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EXCEPTIONAL PERFORMANCE 
JUST GOT EVEN BETTER

KOBELCO Engines Comply with Tier IV Emissions Regulations
Our TIER IV Final compliant engine is fitted with a diesel oxidation catalyst (DOC) and an 

SCR device to control emissions without using a diesel particulate filter (DPF). It has a 

large-capacity DEF tank, extending intervals between fill-ups.

Our latest machines offer even more power than previous models, significantly reducing 

cycle times. Our engines achieve high performance – maintaining both durability and 

efficiency even when working at high power levels, lifting heavy loads, or traveling on 

steep grades.

Model: ISUZU
            4JJ1XDRAC-01 

Digging Cycle Time

Reduced ~10%
(Compared to the ED160BR-5 model)

Engine Output

Increased ~10 %
(Compared to the ED160BR-5 model)

Large Capacity Dozing
ED160 Blade Runner has the power to doze and backfill in all 

recommended operating positions.

Power, Angle and Tilt Capability (PAT)
The six-way dozer blade has Power, Angle and Tilt capability 

(PAT) operated from the cab. With a single control lever, the 

blade can be angled 27 degrees to the left or right for 

dispensing earth and materials away for the operator’s path. 

The blade also tilts up on the left and right sides 

by 17.5” {445 mm} for slope grading, culverts and ditches.

Plenty of Ground Clearance
Excellent ground clearance ensures unhindered travel.

Dimensions: 

10’ 8”   { 3,260 mm } (width) x 31.9”   { 810 mm } (height)

Working Ranges: 
31.1” { 790 mm } (height) x 23.6”   { 600 mm } (depth)

Drawbar Pulling Force: 43,800 lbf { 195 kN }
Dozer Capacity: 2.1 cu. yd.  { 1.6 m3 }

Ground Clearance: 17.9” { 455mm } 





SAFETY ON FULL DISPLAY

View the monitor 
in action

3 sides view

Dial in the Right Information
Simply turn the jog dial to the right or left to 

select an operational feature, then press the dial 

to confirm selection. 

Standard 3 Sides Safety Camera System
Our high-resolution, large display shows right, left and rear side camera together. 

Multiple display allows operator to customize viewing needs to enhance operator 

awareness and jobsite safety.

Rear view Rear view

Right straight view Right side view

3 sides view

Large 10-Inch Monitor
The easy-to-operate menu screen and recognizable icons assist the operator to select 

the most important information needed to ensure jobsite safety and machine control. 
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View the interior
of the cab

Air Ride Suspension Seat
A GRAMMER seat is installed as standard equipment,

which achieves excellent shock absorption and superior

ride comfort.

Multi Vent Air Conditioner
Cool air is blown from multiple outlets toward the 

operator’s body for more comfortable operation.

Ergonomic Lever Angles
Operators can move levers horizontally without twisting 

their wrists, reducing fatigue.

Adjustable Height Pilot Valves

Pilot valve height is manually adjustable to suit

operator’s preference.

LED Interior Light

Interior lights turn on and off automatically when the 

door is open or the ignition is turned to the OFF position. 

This ensures easy entry and exit in the dark. 

Left Side Console
Flip up left console, with integrated pilot control lock 

lever,

tilts for easy entry and exit from the cab.

PREMIER OPERATOR COMFORTS





Jog Dial
This dial integrates multiple functions into a single, easy to use 

interface. Even with gloves on, the operator can make the 

adjustments they need.

LED Illumination

Dials and buttons are now backlit to provide a bright, clear view

in any lighting condition. 

THE ULTIMATE IN SIMPLE DESIGN

In our pursuit of functional beauty and styling, we created an all new interior design 

focused with the operator in mind.
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View the interior
of the cab














